
Engineered to fit
A lightweight under-the-chin style stereo headset designed to deliver excellent sound 
quality, with soft ear cushions for wearing comfort, and a hanging bracket that attaches 
the headset to a monitor.

Made to fit you
Lightweight design improves comfort for prolonged use
Under chin style to fit all ears for better comfort

Improved sound quality
A 14 mm / ½ " speaker driver optimizes high audio quality
Gold-plated plug ensures an ultra reliable connection
Neodymium magnet enhances sensitivity and sound quality

More freedom to move
A 3 meter / 10-foot cable gives you the freedom to move about your work area 
without removing your headset
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Technical specifications Product highlights

Everything you need
Philips accessories are designed to help you make the 
most of your Philips dictation devices. They guarantee 
optimal results and ensure that your Philips products 
enjoy a long life.

Under chin style
Designed for an under-the-chin fit for better comfort.

Neodymium magnet
Neodynium is the best material for producing a strong 
magnetic field for greater sensitivity and higher overall 
sound quality.

Gold-plated plug
The precious-metal gold finishing on the plug will 
produce a more reliable connection for better audio 
quality.

Lightweight design
The durable, lightweight quality materials enhance 
comfort for extended wearing.

14 mm / half-inch speaker driver
Small enough for optimum wearing comfort, yet large 
enough to deliver crisp, non-distorted sound, the 14 mm 
/ half-inch speaker drive is the ideal size to deliver high-
quality sound.

3 meter 10-foot cable
The 3 meter / 10-foot cable gives you the freedom to 
move around your work area without having to remove 
your headset.
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Sound
Acoustic system: Open
Magnet type: Neodymium
Diaphragm: PET dome
Voice coil: Copper
Sound quality: Optimized for voice reproduction
Impedance: 2 × 32 Ohm
Maximum power input: 2 × 10 mW
Sensitivity: 103 dB
Speaker diameter: 14 mm / ½ "
Type: Dynamic

Connectivity
Cable connection: One-sided
Cable length: 3 m / 10 ft
Connector: 3.5 mm / ⅛ " stereo, right angled
Finishing of connector: Gold-plated
Type of cable: Copper

Product dimensions
Length: 160 mm / 6.3 "
Width: 150 mm / 6 "
Height: 18 mm / ¾ "
Weight: 0.053 kg / 1.9 oz.
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Package contents
Stereo headphones
Hanging bracket
Two exchangeable ear cushions

Packaging data
12NC: 8735 033 40011
UPC: 0378 499 74636
Gross weight: 0.100 kg / 2.2 lbs
Length: 226 mm / 9 "
Width: 130 mm / 5 "
Height: 25 mm / 1 "

Green specifications
Compliant to 2002/95/EC (RoHS)
Lead-free soldered product

Compatibility
Compatible with all analog and digital desktop 
models and the new Digital Pocket Memo 9600 
series.
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